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ANNULAR METAL PACKER 2 ritling
TOOL DATA SHEET ‘ ools
INTERNATIONAL
Imperial system SDT-A542 | SDT-A592 SDT-A542 | SDT-A592 | SDT-A592Y SDT-A592 SDT-A592 SDT-A592
Base pipe 0D, in 41/2" 7" 7 75/8" 95/8" 95/8" 103/4" 103/4"
Expansion Range, in 5,75>6,5" 8,5>9,5" 8,5>10,0" 9,5>10,5" | 11,60>124"| 12,3>14,0"| 12,4>14,8"| 16,0>19,0"
Max packer OD, in 6,50" 8,23" 8,23" 8,98” 11,26" 11,65" 12,20" 15,43"
Packer ID, in Full Bore (as per base-pipe ID)
Packer length, ft Up to 7.4ft
Expansion coefficient 1,15 1,11 1,16 1,16 1,16 1,16 1,16 1,16
Temperature range,’F 500°F Maximum temperature is based on seals
Constant element AP across expansion 10000 5000 10000 8 000 5000 5000 5000 5000
ange, psi
Density of cement slurries when cemen-
ting casing strings,SG upto2,4
Packer validation class according to the
methodology in Annex 1 or ISO 14310-2014:
-cased hole setting -V0/V3
-open hole setting -V1/V2/V3
Packer housing steel material grade GOST P 53366 / ISO 11960 / API 5CT / not lower than the grade of base casing pipe
Activation pressure of packer valve system
(adjustable), psi 21100-3 600
Packer valve system closure pressure
(adjustable), psi 4300-6 100
Thread connection Connecting threads as agreed with the customer (conforming to the base casing threadsas per GOST P 56349/
GOST 28487 /GOST 632 /TU 14-161-163 /API RP 5C5:2017(ISO 13679:2019)
Salt resistance Yes
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ANNULAR METAL PACKER ? rilling
TOOL DATA SHEET 5 ools

INTERNATIONAL

Metric system SDT - A542 | SDT-A592 SDT-AS542 | SDT-A592 | SDT-A592Y SDT-A592 SDT-A592 SDT-A592
Base pipe 0D, mm 114 178 178 194 245 245 273 340
Expansion Range, mm 146 > 165 216 >241 216 > 254 241>267 | 295> 315 311>356 315> 376 406 > 483
Packer ID, mm Full Bore (as per base-pipe ID)
Packer length, mm Up to 2,3m
Temperature range,°C 260°C Maximum temperature is based on seals
Constant element AP across expansion
range, bar 345 345 345 345 552 689 345 689
Density of cement slurries when cemen-
ting casing strings,g/cm3 Upto 2,4
Packer validation class according to the
methodology in Annex 1 or ISO 14310-2014:
-cased hole setting -V0/V3
-open hole setting -V1/V2/V3

Packer housing steel material grade

GOST P 53366 / ISO 11960 / API 5CT / not lower than the grade of base casing pipe

Activation pressure of packer valve system

(adjustable), Mpa 2100-3 600
Packer valve system closure pressure
(adjustable), Mpa 4300-6100

Thread connection

Connecting threads as agreed with the customer (conforming to the base casing threadsas per GOST P 56349/
GOST 28487 /GOST 632 /TU 14-161-163 /API RP 5C5:2017(ISO 13679:2019)

Salt resistance

Yes
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